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ISO Steel Groups 2 25 Mpa -30°C NBR Manual Ball No Ball locking See
7241-1-A, and 3 : 1/2" + 110°C (Group 2) or poppet mechanism charts
SAE 1036, Group 4 : or “Push-Pull”
ISO 5675 3/8" and 1/2" (Groups 3

and 4)

Main characteristics
■ Meets the requirements of ISO 7241-1 Series A,

SAE 1036 and ISO 5675
■ Modular construction: broad choice of end configurations

Applications
■ Used for a wide variety of agricultural applications:
     tractors, accessories…
■ Mobile and construction equipment
■ Industrial equipment

Technical features

Single acting sleeve for the
group 2, double acting sleeve
(Push-pull) for groups 3 and 4

Body seal : NBR
(Nitrile)

Ball locking
mechanism

Ball or poppet valving.  A poppet
with crimped seal assures a
maximum sealing and prevent
seal washout at high flow rates

Zinc plated steel
w i t h  a  y e l l o w
chromate finish



29 Parker Hannifin
Fluid Connectors Group

Catalogue 3800-DS/UK Mobile
2000 Series

Tests with oil viscosity 43 cSt at 38°C.

Ball valving Poppet valving
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Technical performance data

Series
Temperature range Max. operating pressure

Mpa

Group 2 -30°C +110°C 25
Group 3 -30°C +110°C 25
Group 4 -30°C +110°C 25

Selection of the groups

2000 series
Group 2 Group 3 Group 4

Features

Sleeve Single acting Double acting Double acting

Spring strength Light Middle Strong

Availability Female body* Female body* Female body and male tip

Functioning Free mounting: Free mounting: Free mounting:
from hose to hose from hose to hose from hose to hose

OR OR

*To be used with Group 4 male tips.

Reverse mounting with the
male tip being rigid mounted
on the equipment. Connection
is easily made using a pushing
action on the double acting
sleeve.

Bulkhead mounting on the
outside sleeve allowing a push-
to-connect and a pull-to-
disconnect operation. An
automatic breakaway facility
prevents damage to the cou-
pler or hose when accidentally
disconnected by vigorous
pulling, such as when a towed
implement becomes unhitched.
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End configuration End configuration Group 2 Group 3 Group 4
identification Ball Poppet Ball Poppet Ball Poppet

Female thread DIN 3852 - form X Body size Thread A
3/8" 3/8 BSPP G4X3
1/2" 3/8 BSPP G4X3

1/2 BSPP G4X4
3/4 BSPP G4X6
1/2 NPTF G0Z4
M18x1.5 G8X5
M22x1.5 G8X6

Male thread DIN 3852 - form B Body size Thread A
3/8" 3/8 BSPP F4B3
1/2" 3/8 BSPP F4B3

1/2 BSPP F4B4

JIC 37° - SAE J514 Body size Thread A

1/2" 9/16 - 18 X5X3
3/4 - 16 X5X4

JIC 37° - SAE J514
Bulkhead

Body size Thread A

1/2" 9/16 - 18 T5X3
3/4 - 16 T5X4
7/8 - 14 T5X5

24° cone - DIN 2353 Body size
Tube d2 Thread
Series A

For metric tube
3/8" 8L M14x1.5 D6X2

10L M16x1.5 D6X3
10S M18x1.5 D7X3

1/2" 8L M14x1.5 D6X2
10L M16x1.5 D6X3
12L M18x1.5 D6X4
15L M22x1.5 D6X5
18L M26x1.5 D6X6
10S M18x1.5 D7X3
14S M22x1.5 D7X5
16S M24x1.5 D7X6

24° cone - DIN 2353
Body size

Tube d2 Thread
Bulkhead Series A

For metric tube
3/8" 8L M14x1.5 E6X2

10L M16x1.5 E6X3
1/2" 8L M14x1.5 E6X2

10L M16x1.5 E6X3
12L M18x1.5 E6X4
15L M22x1.5 E6X5
18L M26x1.5 E6X6
10S M18x1.5 E7X3
12S M20x1.5 E7X4
16S M24x1.5 E7X6

End configurations: availability by group

A

JIC 37°

A
A

30
°

A d2

A

JIC 37°

A d2
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Note : Select "V" or “O” as second digit in part number for valving type identification.
V: poppet type e.g. 4V54G4X4
O: ball type e.g. 4O54G4X4 and check availability page 30.

GROUP 4

Female thread – DIN 3852 Form X

Male thread – DIN 3852 Form B

30°30°

L4

L5

L4

L5

L

Ø d1

LM LF

A A

LT

HEX HEX

L4L4 L

A Ø d1

LM

A

LF

LT

HEX HEX

Body size Thread A d1 Hex LF L LM LT connected L4 L5 Ø Part number Weight Part number Weight
inch inch mm mm mm mm mm mm mm mm mm female body gr./piece male tip gr./piece

Male BSPP thread
3/8" 3/8 30 22 65.8 19.0 48.0 96.0 14.5 12 17.3 4V53F4B3 155 4V13F4B3 69

1/2"
3/8 38 27 71.6 25.5 51.1 104.5 14.5 12 20.5 4V54F4B3 277 4V14F4B3 114
1/2 38 27 74.0 25.5 53.5 105.5 17.0 14 20.5 4V54F4B4 265 4V14F4B4 102

Body size Thread A d1 Hex LF L LM LT connected L4 Ø Part number Weight Part number Weight
inch mm mm mm mm mm mm mm mm female body gr./piece male tip gr./piece

Female BSPP thread

3/8" 3/8 30 24 63.5 19.0 46.0 92.0 12.5 17.3 4V53G4X3 165 4V13G4X3 80

3/8 38 27 71.0 25.5 50.5 99.5 12.5 20.5 4V54G4X3 283 4V14G4X3 125
1/2" 1/2 38 27 73.0 25.5 52.5 104.0 14.5 20.5 4V54G4X4 275 4V14G4X4 110

3/4 38 30 75.0 25.5 54.5 108.0 16.5 20.5 4V54G4X6 297 4V14G4X6 140

Female metric thread

1/2"
M18x1.5 38 27 69.5 25.5 49.0 96.5 12.5 20.5 4V54G8X5 273 4V14G8X5 113
M22x1.5 38 27 72.5 25.5 52.0 102.5 15.5 20.5 4V54G8X6 265 4V14G8X6 105

Female  NPTF thread

1/2" 1/2-14 38 27 72.0 25.5 51.5 102.0 15.3 20.5 4V54G0Z4 273 4V14G0Z4 112
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JIC 37° – SAE J514

Body size Tube Thread A d1 Hex LF L LM LT connected L4 Ø Part number Weight Part number Weight
inch O/D d2 inch mm mm mm mm mm mm mm mm female body gr./piece male tip gr./piece

Male UNF thread

1/2"
10 9/16-18 38 27 71 25.5 50.5 99.5 14.0 20.5 4V54X5X3 279 4V14X5X3 120
12 3/4-16 38 27 74 25.5 53.2 105.5 16.7 20.5 4V54X5X4 259 4V14X5X4 95

JIC 37° - SAE J514 - Bulkhead

Body size Tube Thread A d1 Hex LF L LM LT connected L4 Ø Part number Weight Part number Weight
inch O/D d2 inch mm mm mm mm mm mm mm mm female body gr./piece male tip gr./piece

Male UNF thread
10 9/16-18 38 27 90.2 25.5 69.8 138.0 33.0 20.5 4V54T5X3 275 4V14T5X3 114

1/2" 12 3/4-16 38 27 94.6 25.5 74.1 146.7 37.6 20.5 4V54T5X4 300 4V14T5X4 137
16 7/8-14 38 27 98.0 25.5 77.5 153.5 41.0 20.5 4V54T5X5 329 4V14T5X5 172

L

HEX HEX

LFLM
LT

L4L4

Ø d1 AA

24° cone - DIN 2353

L4 L4

AA Ø d1

LM
LT

L

HEX HEX

LF

L

HEX HEX

LT

LM LF

L4 L4

Ø d1 d2d2 AA

Note : Select "V" or “O” as second digit in part number for valving type identification.
V: poppet type e.g. 4V54G4X4
O: ball type e.g. 4O54G4X4 and check availability page 30.

Body size Series Tube DN Thread A d1 Hex LF L LM LT connected L4 Ø Part number Weight Part number Weight
inch O/D d2 mm mm mm mm mm mm mm mm mm mm female body gr./piece male tip gr./piece

Male metric thread
L* 8 6 M14x1.5 30 22 61 19.0 43.4 86.8 10 17.3 4V53D6X2 142 4V13D6X2 56

3/8" L* 10 8 M16x1.5 30 22 62 19.0 44.4 89.0 11 17.3 4V53D6X3 143 4V13D6X3 58
S** 10 7 M18x1.5 30 22 63 19.0 45.5 91.5 12 17.3 4V53D7X3 150 4V13D7X3 65

L* 8 6 M14x1.5 38 27 67 25.5 46.5 91.5 10 20.5 4V54D6X2 244 4V14D6X2 84
L* 10 8 M16x1.5 38 27 68 25.5 47.5 93.5 11 20.5 4V54D6X3 247 4V14D6X3 86
L* 12 10 M18x1.5 38 27 68 25.5 47.5 93.5 11 20.5 4V54D6X4 245 4V14D6X4 87

1/2"
L* 15 12 M22x1.5 38 27 68 25.5 47.5 93.5 12 20.5 4V54D6X5 250 4V14D6X5 89
L* 18 15 M26x1.5 38 30 71 25.5 50.5 99.5 12 20.5 4V54D6X6 276 4V14D6X6 116
S** 10 7 M18x1.5 38 27 69 25.5 48.5 96.5 12 20.5 4V54D7X3 252 4V14D7X3 92
S** 14 10 M22x1.5 38 30 73 25.5 52.5 103.5 14 20.5 4V54D7X5 275 4V14D7X5 115
S** 16 12 M24x1.5 38 27 71 25.5 50.5 99.5 14 20.5 4V54D7X6  261 4V14D7X6 101

** Light series.
** Heavy series.
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Note : Select "V" or “O” as second digit in part number for valving type identification.
V: poppet type e.g. 4V54G4X4

O: ball type e.g. 4O54G4X4 and check availability page 30.

Body size Series Tube DN Thread A d1 Hex LF L LM LT connected L4 Ø Part number Weight Part number Weight
inch O/D d2 mm mm mm mm mm mm mm mm mm mm female body gr./piece male tip gr./piece

Male metric thread

3/8"
L* 8 6 M14x1.5 30 22 76 19.0 58.5 117.5 25 17.3 4V53E6X2 163 4V13E6X2 75
L* 10 8 M16x1.5 30 22 77 19.0 59.5 119.5 26 17.3 4V53E6X3 170 4V13E6X3 84

L* 8 6 M14x1.5 38 27 83 25.5 62.5 123.5 26 20.5 4V54E6X2 266 4V14E6X2 105
L* 10 8 M16x1.5 38 27 83 25.5 62.5 123.5 26 20.5 4V54E6X3 273 4V14E6X3 111
L* 12 10 M18x1.5 38 27 83 25.5 62.5 123.5 26 20.5 4V54E6X4 277 4V14E6X4 116

1/2"
L* 15 12 M22x1.5 38 27 83 25.5 62.5 123.5 27 20.5 4V54E6X5 300 4V14E6X5 140
L* 18 15 M26x1.5 38 27 84 25.5 63.5 125.5 27 20.5 4V54E6X6 340 4V14E6X6 177
S** 10 7 M18x1.5 38 27 84 25.5 63.5 125.5 27 20.5 4V54E7X3 304 4V14E7X3 140
S** 12 8 M20x1.5 38 27 87 25.5 66.5 131.5 27 20.5 4V54E7X4 312 4V14E7X4 150
S** 16 12 M24x1.5 38 27 85 25.5 64.5 127.5 29 20.5 4V54E7X6 320 4V14E7X6 159

** Light series.
** Heavy series.

24° cone - DIN 2353 - Bulkhead

Dust caps and plugs

Plastic Rubber Steel

L4 HEX HEX

L

L4

A Ad2 d1Ø d2

LT

LM LF

Body size Dust plug part number Dust cap part number
inch for female body for male tip

Plastic
3/8" 5025-3PR 5029-3PR
1/2" 5025-4P* 5029-4P*

Rubber
1/2" 5205-4M 5209-4M

Steel
1/2" 5005-4 5009-4

* Colour code
B = blue G = green R = red
O = orange Y = yellow BL = black
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Permanent protective cap for female body

Rubber

High strength rubber: resistant to deformation, exposure to elements, UV.
Two combined functions:
- Protection
- Oil spillage collection.
The modular concept accommodates multiple coupler configurations. Please consult us.

Note : protective caps of the 9400 series (page 40) are also suitable for the 2000 series (body size 1/2").

Replacement body seal

Body size Dust cap part number
inch for female body

1/2" DCP4-SD

Body size Part number
inch NBR (Nitrile)

3/8" JT060044N0552
1/2" JT020117N0552

Body size Cap part number
inch for female body

1/2" DFE-501-P

Automatic dust cap for female body

Plastic

Note : Standard dust cap is black. Please consult us for other colours.




